
OVERVIEW

Horsepower 0 HP0 HP

Maximum wattage 8500 Watt8500 Watt

Maximum wattage (propane) 0 Watt0 Watt

Rated wattage 8200 Watt8200 Watt

Rated wattage (propane) 0 Watt0 Watt

Displacement 450 cc450 cc

Run time 6.5 hour(s)6.5 hour(s)

AC voltage 120 / 240 V120 / 240 V

Engine type 4-stroke OHV Air Cooled Single Cylinder4-stroke OHV Air Cooled Single Cylinder

DETAILS AND SPECIFICATIONS

Dry weight 190 lbs190 lbs

Fuel tank capacity 27 L27 L

Oil tank capacity 1.1 L1.1 L

Frequency 60 Hz60 Hz

Noise level 70 dB70 dB
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Included battery StandardStandard

Oil alert StandardStandard

Dimensions 31 x 26 x 27 in31 x 26 x 27 in

Warranty (commercial use)

Warranty (personal use) 1-Year limited warranty1-Year limited warranty

Transport wheels StandardStandard

DC voltage --

Starting system Recoil start/Electric start/One-push start/RemoteRecoil start/Electric start/One-push start/Remote

8500W Inverter generator W/Remote
starter
Product No.: DUED8600IR  

  https://www.mticanada.ca  

https://www.mticanada.ca

